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D r i ftstem per atu r 

Detteproduktet har blitt fremstilt til bruk med maksimum 
romtemperatur pa 40 grader Celsius. 

Alle land: Produktet ma installeres i samsvar med de lokaleog 
nasjonale elektriske koder. 
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SEGURANQA 

PERIGO DE CHOQUE CAU5ADO POR RAIO 
PERIGO: NAO TRABALH E no equipamento ou nosCABOS 
durante penodos suscetiveis de QUEDASDE RAIO. 

TEMPERATURA DE FUNCIONAMENTO 

'f\ Este produto foi projetado para uma temperatura ambiente 
- * maxima de 40 graus centfgrados. 

Todos os pai'ses: I nstale o produto de acordo com as normas 
federais elocais para instalacdes eletricas. 
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SEGURIDAD 
PELIGRO DE RAYOS 

PELIGRO: NO REALICE NINGUN TIPO DE TRABAJ O O 
CONEXION en losequiposoen LOS CABLES durante 
TORMENTAS DE RAYOS. 

Temperatura requerida para la operacion 

'•\ Este producto esta disenado para una temperatura ambiental 
■ * maxima de 40 grados C. 

Para todos los pai'ses: Monteel producto de acuerdo con los 
Codigos Electricos locales y rationales. 
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SAKERHET 

FARA FOR BLIXTNEDSLAG 

FARA: ARBETA EJ pa utrustningen eller kablarna vid 

ASKVADE R. 

DRIFTSTEMPERATUR 



•X Denna produkt ar konstruerad for rumstemperatur ej 
-» overstigande 40 grader Celsius. 

Alia lander: Installera produkten i enlighet med lokala och 
statliga bestammelser for elektrisk utrustning. 

For more information on ATI products available today and in the future, contact your local 
ATI representative: 



Offfce: 


USA 


Germany 


UK. 


Phone: 


(415)964-2771 


030-435-9000 


865-390001 


Fax: 


(415)964-0944 


030432-6163 


865-390002 


Offfce: 


France 


Japan 


Singapore 


Phone: 


1-6928-1617 


03-3443-5640 


65-2943332 


Fax: 


1-6928-3749 


03-3443-2443 


65-2946280 
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CentreCOM 
AT-MX70 10BASE2 
Micro Transceiver User Manuai 



Overview 

ATI's Micro Transceiver Series of products are cireet attach IEEE 802.3 and Ethernet 
\zersion 1.0 and 2.0 devices. ATI supports all comrcn Ethernet meda wth Micro 
Transceivers for thin coax (1DBASE2), UTP (10BASE-T) and fber optic (lOBASE-FU 
FOIRL) LAN systen^. The transceivers srpport a single AAJJI that attaches drectiyto 
the AAJJI 14 pin connection found on mast Apple Macintosh® Ethernet stations 
(DTEs). 

All ATI transceivers are equipped wth LEDs providing status and diagnostic informa- 
tion LECE make LAN installation and troubleshooting easy for the installer. An easily 
accessible, user selectable SQE Test sw'teh (heartbeat) is also provided on all rrod- 
els. ATI uses quality product packaging for increased reliability ATI shows a high level 
of confidence in the rricro transceiver products wth a lifetime limited warranty 

Preparation 

An SQE Test sw'teh provides IEEE 802.3 Ethernet SQE Testing. If required, place the 
SQE Test swteh to the 'ON" position The amber LED indicates the SQE Test is 
enabled. If the DTE does not require an SQE Test or if the DTE is a repeater, place 
SQE Test switch to 'OFF.'The green LED indicates the SQE Test is dsaded Disable 
the heartbeat function by turning the SQE Test swteh 'OFF" v\hen the Ethernet MALI 
is connected to a repeater to eliminate the possibility of excessive collisions. 'OFF"is 
the default setting. 

Installation 

The ATMX70 connects directiy to the Apple Madntosh DTE cr workstation AAJJI con- 
nector. Plug into the 14 pin AAJJI connection on the DTE. \A>hen properly installed the 
connector will lateh into place Power on the DTE ard verify that the Power LED is lit 
Check to ensure that the SQE Test setting is appropriate for equiprrent per the above 
i^quirerrenLs. Plug a Bayonet Nut Couple (BNC) Tconnector into the ATMXTO MALI 
located at the end of the Ethernet segrrent Attach a 50Q term rater to the vacant 
side of the Tconnector. If the ATMX70 is located in the rriddle of a segrrent, connect 
the "T" to the ATMXTO and attach thin coax segrrents to each side of the 'T." IEEE 
802.3 Specifications: 185m (606 ft) rraxirrum cable length; maximum of 30 MALI 
transceiver attachments. 

Vorbereitung 

Fur die Durchfuhrung eines SQE Testes (Heartbeat) gem 803.2 Ethernet stent ein 
ert5prechender Schalter zur Vfertugung. Bei Bedarf karm dieser SQE Testschalter auf 
'ON"gestellt werden. Eine gelbe Leuchteiode zeigt an, da(3 die Testfunktion aktiviert 
w_rde. VM rd die Testfunktion nicht bendtigt oder handelt es sich bei demangeschlo- 
Eenen Endgeratumeinen Repeater, sdlte der Schalter auf 'OFF"stehen Einegrune 
Leuchtefode zeigt an, daft die Testfunktion nicht aktiviert wxde. Die 'OFF" Stellung 
solltegewahltwerden, wem die Ethernet MALI rriteinemRepeaterveibunden ist, um 
die Moglichkeit uberrraEiger Kiallisionen auszuschalten. 

Installation 

Der ATMX70 w'rd direkt rrit dem AAJJI Anschluft des Endgerates oder der VUxksta^ 
tion verbunden. Stecken Sie den Transceiver in de 15-Pin-Busche des Endgerates 
und laften SiedenSteckereinrasten. Scharten Sie den Rechner ein und kontrollieren 
Sie de Powsranzeige Uberzeugen Sie sich davon, da(S der SQE Testschalter Ihren 
Anforderungen ertsprecherd eingestellt ist Stecken Sie jetzt an den ATMXTO am 
Endedes Ethernet Segrrertes ein BNC TSteieck rrit einem 50 Ohm AbschluTSwder 
stand auf der einen Seite. Ist der ATMXTO in der Mitte des Segrrentes pJaziert, w'rd 
an de beiden Seiten des TStuckes ein THmKoaxial Segment angeschloGen. De 
IEEE 8Q2.3 Spezifkation begrenzt de Kabellange auf max. 185 m (606 ft) und de 
Zahl der anschliefcbaren Transceiver auf 3Q 



Madrtosh is a regstered traderrark oF Apple Conputer, Ire. 



Allied Telesyn Limited Warranty 



Allied Telesyn (ATI) warrants to the original consumer/purchaser that this product, and all 
components thereof will be free from defects in materials and/or workmanship for the 
lifetime of the product. Any warranty hereunder is extended to the original consumer/ 
purchaser and is not assignable. 

In the event of a malfunction or other indication of product failure attributable directly to 
faulty workmanship and/or materials, ATI will, at its option, repair or replace the defective 
products or components at no additional charge as set forth herein. Repair or replacement 
product will be furnished on an exchange basis and will be either reconditioned or new at the 
option of ATI. All replacement parts become the property of ATI. This limited warranty does 
not include service or repair damage to the product resulting from accident, disaster, misuse, 
neglect or modification of the product. 

Service under this warranty may be obtained by returning the product to ATI, and only after 
receiving authorization by ATI by issuance of a Return Material Authorization (RMA) number, 
with shipping charges prepaid, in the original shipping container or like container, and with 
proof of date of purchase included with the returned product. The RMA number MUST be 
marked clearly visible on the outside of the shipping container. Any material returned without 
such RMA markings shall be rejected and returned to sender unopened. 

Products will be returned to the consumer after repair or replacement has been completed 
and by the carrier and method of delivery chosen by ATI, to any destination within the United 
States of America. If the consumer desires some other specific form of conveyance, or it is 
located beyond the U.S.A. borders, then the customer shall bear the cost of the return 
shipment. 

ATI MAKES NO EXPRESS OR IMPLIED WARRANTIES INCLUDING, BUT NOT LIMITED TO, 
ANY IMPLIED WARRANTY OF MERCHANTABILITY OR FITNESS FOR A PARTICULAR 
PURPOSE, EXCEPT AS EXPRESSLY SET FORTH IN THIS WARRANTY. IN NO EVENT SHALL 
ATI BE LIABLE FOR INCIDENTAL OR CONSEQUENTIAL DAMAGES, COSTS, OR EXPENSES 
ARISING OUT OF OR IN CONNECTION WITH THE USE OR PERFORMANCE OF THE 
PRODUCT DELIVERED HEREUNDER. 

Some governments do not allow the exclusion or limitation of incidental or consequential 
damages for consumer products, so the above limitation of exclusion may not apply to you. 

U. S. FEDERAL COM M UNICATIONS COM MISSION 

Note: This equipment has been tested and found to comply with the limits for a Class A digital 
device pursuant to Part 15 of the FCC Rules. These limits are designed to provide reasonable 
protection against harmful interference when the equipment is operated in a commercial 
environment. This equipment generates, uses, and can radiate radio frequency energy and, 
if not installed and used in accordance with the instruction manual, may cause harmful 
interference to radio communications. Operation of this equipment in a residential area is 
likely to cause harmful interference in which case the user will be required to correct the 
interference at his own expense. 

CANADIAN DEPARTMENT OF COMMUNICATIONS 

This digital apparatus does not exceed the Class A limits for radio noise emissions from 
digital apparatus as set out in the radio interference regulations of the Canadian Department 
of Communications. 

Le present appareil numerique n'emet pas de bruits radio electriques depassent les limites 
applicables aux appareils numeriques de Classe A prescrites dans le reglement sur le 
brouillage radio electrique edicte par le ministere des Communications du Canada. 

UNDERWRITERS LABORATORIES 

Caution: U.L. listed for use in other Environmental Air Spaces in Accordance with Article 
300-22 (c) of the U.S.A. National Electrical Code. (Product is not Plenum Rated.) These 
products have to be installed in accordance with Local and National Electrical Codes. 
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SAFETY 

LIGHTNING DANGER 

DANGER: DO NOT WORK on equipment or CABLES during 
periods of LIGHTNING ACTIVITY. 

Operating temperature 

This product is designed for a maximum ambient temperature of 
40 degrees C. 

Environmental Air Notice 

CAUTION: UL listed for use in other Environmental Air Spaces in 
Accordance with Article300-22(C)oftheU.S.A National Electrical 
Code. Note: Product is not Plenum rated. 

All Countries: Install product in accordance with local and 
National Electrical Codes. 
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SICHERHEIT 

GEFAHR DURCH BLITZSCHLAG 

GEFAHR: KeineArbeiten amGerat oder an den Kabeln wahrend 
eines Gewitter ausfuhren. 
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BETRIEBSTEMPERATUR 

Dieses Produkt wurdefiir den Betrieb in einer 
Umgebungstemperatur von nicht mehr als 40° C entworfen. 

Alle Lander: I nstallation muB ortlichen und nationalen 
elektrischen Vorschriften entsprechen. 



SIKKERHED 

FARE UNDER UVEJ R 

FARE: UNDLAD at arbejdepa udstyr eller KABLER i perioder 
med LYNAKTI VITET. 

BETJ ENING5TEMPERATUR 

Detteapparat er konstrueret til en omgivendetemperatur pa 
maksimum 40 grader C. 

AlleLande: I nstallation af produktet skal skei overensstemmelse 
med lokal og national lovgivning for elektriskeinstallationer. 
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VEILIGHEID 

GEVAAR VOOR BLIK5EMIN5LAG 

GEVAAR: NIET aan toestellen of KABELS WERKEN bij 

BLIKSEM. 

Bedr i j f st em per at u u r : 

Deomgevingstemperatuur voor dit produkt mag niet meer 
bedragen dan 40 graden Celsius. 

Allelanden: hettoestel installeren overeenkomstigdelokaleen 
n at i on a I e el ek t r i sch e voor sch r i f t en . 
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SECURITE 

DANGER DE FOUDRE 

DANGER: NE PAS MAN I ER I'equipement ou les CABLES 
pendant les periodes d'activiteorageuse. 

TEMPERATURE DE FONCTIONNEMENT 

Ceproduit est capabledetolerer unetemperatureambiante 
maximum de 40 degres Celsius. 

Pour tous pays: Installer leproduit conformement aux normes 
electriques nationales et locales. 
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TURVALLISUUS 

SAL AMAN I SKUVAARA 

HENGENVAARA: ALA TYOSKENTELE laitteiden tai 
KAAPELEI DE N KANSSA SALAMOI NN I N AIKANA. 

KAYTTOLAMPOT1LA 

Tama tuoteon suunniteltu ymparbivan ilman 
maksi mi I ampbti I al le 40°C . 

Kaikki maat: Asenna tuote pai kal listen j a kansallisten 
sahkbturvallisuusmaaraysten mukaisesti. 
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NORME Dl SICUREZZA 
PERICOLO Dl FULMINI 

PERICOLO: NOIM LAVORARE sul dispositive. 0 sui CAVI 
durante PRE CI PITAZI ON I TEMPORALESCHE. 

Temperatura di funzionamento 

Questo prodotto e concepito per una temperatura ambientale 
massima di 40 gradi centigradi. 

Tutti i paesi: install are il prodotto in conformita alle vigenti 
normative el ettri che nazi onal i . 



SIKKERHET 

FARE FOR LYNANTENNELSE 

FARE: MA IKKE BRUKES pa utstyr eller ledninger mens LYN- 
AKTIVITET er i gang. 



